
Spring Tune-Up Check List 

□   1.  Checked / Tightened / Replaced loose track screws

□   2.  Checked / Adjusted track splice alignment

□   3.  Cleaned out track with hose (if accessible)

□   4.  Checked / Tightened unit anchoring screws

□   5.  Checked housing and clean and remove debris

□   6.  Checked / Adjusted tension of rope reels

□   7.  Checked / Adjusted tension of main tube

□   8.  Checked for "smooth" engagement of drive gears

□   9.  Checked for "smooth" shifting of collar

□ 10.  Checked electrical connections to motor

□ 11.  CP models only: Applied grease to all zerk fittings

□ 12.  Checked / Adjusted cover in open and closed positions

□ 13.  Top track models only: Checked / Adjusted wheel height

□ 14.  Checked fabric and webbing for signs of ware

□ 15.  Checked rope for abrasions or any irregularity

□ 16.  Checked for excessive chemical deposits on fabric

□ 17.  Checked / Tightened lid anchoring screws

□ 18.  Checked / Adjusted lid brackets for proper height

□ 19.  Checked water level in pool

□ 20.  Run and adjust cover

□ 21.  Checked sensors

□ 22.  Checked pulleys

□ 23.  Checked guides

□ 24.  Clean the cover
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